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A report on the rehabilitation of all of Lorne Street was requested at the January 191
h 

Finance and Administration Committee meeting. 

Funding for Lorne Street from Martindale Road to Logan Avenue is included in the 2016 
Roads Capital Budget Outlook. The Road's budget request for $5,500,000 includes 
road work related to rehabilitation of the existing road structure, improvements to storm 
sewer, addition of a paved shoulder on the south side of Lorne, improvements to street 
lighting and improvements to street landscaping. The project work will also include 
improvements to watermain and sanitary sewer funded from the Water/Wastewater 
budget in the amount of an additional $2,000,000. 

The following is an estimate for the rehabilitation of Lorne Street (including MR55 from 
Power Street to Elm Street Road) divided into sections: 

Roadwork 
Total Project 

From To Length 
Estimate 

Estimate (incl 
Water and San) 

Power St Kelly Lake Rd 3,000 m $ 7,200,000 $7,200,000 

Kelly Lake Rd Logan Avenue 750 m $2,900,000 $4,300,000 

Logan Avenue Martindale Rd 1,000 m $5,500,000 $7,500,000 

Martindale Rd Douglas St 1,400 m $5,200,000 $8,100,000 

Douglas St Elm St 950 m $3,300,000 $5,200,000 

Total 7,100 m $ 24,1 00,000 $32,300,000 
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The preliminary estimates are based on rehabilitation of the existing road including 
asphalt recycling/replacement, improvements to storm sewer, watermains and sanitary 
sewers, catchbasins, maintenance holes, water and sanitary appurtenances, sidewalks, 
curbs, street lighting, and intersection improvements. 


